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IR Camera
 VIG-IRB650-700

IR Bullet day/night camera, 700TVL, 12/24, Sony 1/3” 960H
(Super EXview HAD CCD II), 40PC’s High Power IR LED Plus
2 x 20PC’s High Power LED, 6-50mm varifocal lens, 120M
Outdoor IR range, cable managed bracket, ICR (removable  
IRcut filter), 3D DNR, OSD, WDR, Eclipse function, Sens Up,  
3 Year Warranty.

\\ Additional features
 �6-50mm varifocal lens

 �40PC’s High Power IR LED Plus  
2 x 20PC’s High Power LED

 �Sony 1/3” 960H (Super EXview HAD CCD II)

 �ICR (removable IR cut filter)

 �Cable managed bracket

 �6-50mm varifocal lens

 �OSD

 �Eclipse function

 �Sens Up

 �3 Year Warranty

  �700TVL

  �Dual Voltage 12/24

�   �Up to 120 metres  
IR distance

  �3D DNR

  �True day night

  � WDR

Vigilant IR Bullet Camera



For further information please contact

Specifications VIG-IRB650-700

General Specifications

TV System PAL

Sensor Sony 1/3” 960H (Super EXview HAD CCD II)

Total Pixel 1020(H) X 596(V)

Effective Pixel 976(H) X 582(V)

Synchronization H/V 15.625/50Hz

Scanning System 2:1 Interlace

Horizontal Resolution 700 TV Lines (Max.)

Min. Illumination 
Sens-Up Off 
Sens-Up On

 
0.12Lux(15IRE), 0.2Lux(30IRE), 0.4Lux(50IRE) F1.2 

0.0002Lux(15IRE), 0.0005Lux(30IRE), 0.0008Lux(50IRE) F1.2

Video Output 1.0Vp-p/ 75ohm Video 0.714Vp-p

Correction 0.45, 0.5, 0.6

S/N More than 52dB ( AGC off)

O.S.D
 Lens,e-shutter, backlight, wdr, agc, Sens-up, white-balance, day&night, 
Motion, mirror, sharpness, gamma, dnr Eclipse, privacy, communication,  

Sync, title, language, dpc

Electronic Shutter /50~1/100,000

Privacy Masking 8 Windows (Polygonal, 8 Colors)

Day & Night Colour / BW / Auto / Ext

Motion Detection On /Off

Protocol PELCO-D

Sens-Up (Low Shutter) Off ~x512

SYNC Auto / Internal / Digital Line Lock

White Balance ATW / AWC / Manual / Push

WDR On / Off (WDR Level, Weight)

WDR level 120dB Max.

3D-DNR On / Off (Off, Low, Mid, High)

Mirror On /Off

Nega On /Off 

Eclipse On /Off

AGC Off, Low, Mid, High

Lens ICR 6~50mm DC Auto Iris

IR Led 40 Units 850nm Infrared LED, 20,000hrs

SR Led 20+20 Units 850nm Infrared LED, 20,000hrs

Beam Spread 36° + 56°

Night View Distance Outdoor 120m

Operating Temperature/Humidity -20℃ ~60℃ /30% ~80%

Storage Temperature/Humidity -30℃ ~60℃ /20% ~90%

Power(Max.) 
DC 
DC / AC

 
DC12V, 1,250mA (AR-WTD650VAH/ES) 

DC 12V, 1,300mA / AC 24V, 530mA (AR-WTD650VAHD/ES)

Dimension (mm) 90(W) x 93(H) x 234(L)

Weight approx 3.53Kg

Design and specifications are subject to change. 
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